


Product code DVY B900 AAY B910 
Solid Pine (AAY B900) also available

AAY B1000 AVY B910 AVY B1000 CVY B901 APY B900 
Solid PVC Vent (APV B900) available for projects

APY B1000 MOE B1000 MOE B1010 AAY B1500 APY B1500

Air permeability Class 4 Class 4 Class 4 Class 4 Class 4 Class 4 Class 4 Class 4 Class 4 Class 4 Class 4 Class 3

Resistance to wind 
load Class C4 Class C4 Class C4 Class C4 Class C4 Class C4 Class C4 Class C4 Class C4 Class C4 Class C4 Class C3

Pane construction 4-16-4H 4-16-4H 33.2-14-4H 4-16-4H 33.2-14-4H 4-16-4H 4-16-4H 33.2-14-4H 33.2-14-4H 33.2-14-4H 4-12-3HS-12-3H 4-12-3HS-12-3H

Gas Argon Argon Argon Argon Argon Argon Argon Argon Argon Argon Argon Argon

Ventilation valve Yes No No Yes Yes Yes No No Yes Yes No No

Toughtened  
outer pane Yes Yes Yes Yes Yes Yes Yes Yes Yes Yes Yes Yes

Sound reduction 32 (-1, -5) dB 32 (-1, -5) dB 34 (-1, -4) dB 32 (-1, -5) dB 34 (-1, -4) dB 32 (-1, -5) dB 32 (-1, -5) dB 34 (-1, -4) dB 32 (-1, -5) dB 32 (-1, -5) dB 33 (-1, -3) dB 33 (-1, -3) dB

Thermal insulation 
parameter of pane  
Ug [ W/m²K ]

1.0 W/m²K 1.0 W/m²K 1.0 W/m²K 1.0 W/m²K 1.0 W/m²K 1.0 W/m²K 1.0 W/m²K 1.0 W/m²K 1.0 W/m²K 1.0 W/m²K 0.8 W/m²K 0.8 W/m²K

Thermal insulation 
parameter of window 
Uw [ W/m²K ]

1.3 W/m²K 1.3 W/m²K 1.3 W/m²K 1.3 W/m²K 1.3 W/m²K 1.3 W/m²K 1.3 W/m²K 1.3 W/m²K 1.3 W/m²K 1.3 W/m²K 1.1 W/m²K 1.1 W/m²K

Water tightness E1350 E1350 E1350 E1350 E1350 E1350 E1500 E1500 E1500 E1500 E1350 E1500

  


